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BRACKET ARM

BOLT DOWN LIGHT STANDARD

- X XONV

EXISTING LIGHT STANDARD
AND LUMINAIRE
150 WATT HIGH PRESSURE ———
SODIUM LUMINAIRE

I ﬂ
250 WATT HIGH PRESSURE
SODIUM LUMINAIRE
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1
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PULL BOX., TYPE I DRAIN, CONCRETE

PULL BOX. TYPE II DRAIN. CONCRETE

PULL BOX. TYPE I DRAIN., PREFORMED

PULL BOX., TYPE II DRAIN, PREFORMED

EXISTING PULL BOX., TYPE I DRAIN, CONCRETE

EXISTING PULL BOX, TYPE II DRAIN, CONCRETE

EXISTING PULL BOX, TYPE I DRAIN, PREFORMED

EXISTING PULL BOX, TYPE II DRAIN, PREFORMED

EXISTING BASE MOUNTED CONTROL STATION

GROUND CONNECTION

RIGID CONDUIT IN TRENCH

CAPPED RIGID CONDUIT

RIGID CONDUIT PUSHED

EXISTING RIGID CONDUIT

RIGID CONDUIT ON BRIDGE

RIGID CONDUIT IN MEDIAN

MISSOURI HIGHWAYS AND TRANSPORTATION
COMMISSION

HIGHWAY LIGHTING SYMBOLS
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